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The manufacturer reserves the right to introduce changes to the product's de-
sign, appearance and/or package contents without compromising its quality.

DM 10

•	 Selecting UoM
•	 Automatic shutdown (optional)
•	 Automatic zero set
•	 Service life on a single battery > 1800 h
•	    Easy operation
•	    Swivel LCD
•	    Long term stability < + /- 0,3 % of span / year
•	    Inexpensive standard battery (CR 2450)
•	    4,5-digit 7-segment LCD

Areas of application:
•	 machine building
•	 pneumatics
•	 hydraulics
•	 engineering ecology 

local configuration

Ranges 0..160 kPa to 0..25 MPa, absolute, gauge, rarefaction

Accuracy 1 % of span

Power CR 2450 battery

Ports G 1/4" DIN 3852, 1/4" NPT

Features Digital pressure gauge with swivel LCD, 
adjustable UoM

Application machine building, production efficiency boost, pneumatics/
hydraulics

Medium to -25 … 85 оС

DM10: small-scale inexpensive digital pressure gauge. 
Powered by batteries. This device is good for mobile monitoring. 
A 4.5-digit LCD display shows battery charge and pressure 
changes; it is easy to read. The gauge also allows switching 
between the most common UoM (bar, psi, Pa, MPa). Options: 
automatic zero set, capturing, min and max shutdown values. 

PRESSURE RANGES
Nominal pressure (bar) 1.6 2.5 4 6 10 16 25 40 60 100 160 250
Overpressure (bar) 4 4 10 10 20 40 40 100 100 200 400 400

SPECIFICATIONS
Accuracy 1% of span
Measurement speed 1/sec
Long Term Stability ≤±0.3% of span/ year
TEMPERATURE EFFECT
Temperature error (% of span/10 K) ≤±0.5%
Compensated 0….50ºС
TEMPERATURE LIMITS
Medium -25….85 ºС
Electronics / components 0….70 ºС
Storage 0….70 ºС
MATERIALS
Pressure port Stainless steel 1,4301
Housing Polycarbonate
Seal FKM
Diaphragm Ceramics
Wetted parts Pressure port, seal, diaphragm

OTHER
Display LCD display, visible area 36Х15 mm 4.5 digits (7 segments), height 8,5 mm, display range ±19999
Power 3 V lithium batteries (CR 2450)
Ingress protection IP65
Number of cycles >100х106 
Weight 150 g
Battery life 1500 hours of continuous operation

TECHNICAL FEATURES DM 10 

DM 10 digital pressure gauge on BD SENSORS RUS website

http://www.bdsensors.ru
http://www.bdsensors.ru/en/general/pressure/digital-pressure-gauges/dm-10-digital-pressure-gauge.html
http://www.bdsensors.ru/products/product_info.php?name=dm10
http://www.bdsensors.ru/en/general/pressure/digital-pressure-gauges/dm-10-digital-pressure-gauge.html
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DM 10 ХХХ ХХХХ ХX ХХХ Х Х Х Х ХХХ
MEASUREMENT TYPE

gauge (0,1…600 bar) M04
RANGE                               Overpressure

0…...1,6 bar                                          4 bar 1601
0…...2,5 bar                                          4 bar 2501
0…...4,0 bar                                         10 bar 4001
0…...6,0 bar                                         10 bar 6001
0.…10,0 bar                                         20 bar      1002
0….16,0 bar                                         40 bar 1602
0….25,0 bar                                         40 bar 2502

0…..40 bar                                       100 bar 4002
0…..60 bar                                       100 bar 6002
0…100 bar                                       200 bar 1003
0…160 bar                                       400 bar 1603
0…250 bar                                       400 bar 2503

Other (specify when ordering) 9999
ACCURACY

1% (ceramic diaphragm) 8
Other (specify when ordering) 9

1% with protocol (ceramic diaphragm) U
PRESSURE PORT

G 1/4" DIN 3852 300
1/4" NPT (K 1/4'' GOST 6111-52) N40

Other (specify when ordering) 999
SEAL

Viton (FKM) ) 1
Other (specify when ordering) 9

PRESSURE PORT MATERIAL
Stainless steel 1.4301 (304) 2

Other (specify when ordering) 9
DIAPHRAGM MATERIAL

Ceramics 96% Al2O3 2
Other (specify when ordering) 9

DM 10 ORDERING CODE

Dimensions and ports

G 1/4 DIN 3852 G 1/4 DIN 3852 G 1/4 NPT 

http://www.bdsensors.ru
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ELECTRICAL MECHANICAL OTHER
Pressure snubbers
Welded adapters

ACCESSORIES

DM 10 ХХХ ХХХХ ХX ХХХ Х Х Х Х ХХХ
DISPLAY STICKER

standard 1
transparent N

Other (specify when ordering) 9
VERSION

Standard (adapted to meet operational standards of the 
Russian Federation) 00R

Other (specify when ordering) 999

DM10 M04-1601-8-300-1-2-2-1-00R

DM 10 ORDERING CODE (continued)

Find the complete list of accessories and learn more about their properties at http://www.bdsensors.ru/en, ACCESSORIES section.

http://www.bdsensors.ru
http://www.bdsensors.ru/pdf/doc/ttr.pdf
http://www.bdsensors.ru/products/accessories.php

