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The manufacturer reserves the right to introduce changes to the product's de-
sign, appearance and/or package contents without compromising its quality.

Ranges 0..1 to 0..160 bar, gauge

Overpressure up to 5Х

Accuracy 1,0 % of span

Output signal 4..20 mA; 0..10 V

Ports М20х1,5, G 1/2”, G 1/4.

Sensor Ceramic, piezoresistive

Application Liquids, gases and steam non-aggressive to stainless 
steel

DMP 330H

PRESSURE RANGES
Nominal pressure PN gauge [bar] 0..1 1,6 2,5 4,0 6,0 10,0 16 25 40 60 100 160
Maximum overpressure Pmax [bar] 4 10 10 20 20 40 100 100 200 200 400 400

OUTPUT SIGNAL 
Output signal 4...20 mA / 2-wire version                         / Optional: 0...10 V / 3-wire version
Power supply 12...36 V DC
Load resistance Current output, 2-wire version: Rmax= [(UV (V)-12 V)/0,02] Ohm    

Voltage output, 3-wire version: Rmin= 10 kOhm                   

SPECIFICATIONS
Accuracy ≤ ±1% of span1) 
Compensated [оС] -25...85
Response time (10...90%) ≤ 1 ms

TEMPERATURE LIMITS
Medium [оС] -25...125 
Electronics / components [оС] -25...85 
Storage [оС] -40...80

RESISTANCE TO MECHANICAL STRESS
Vibration effect 10 g / 20…2000 Hz
Shock resistance 100 g / 11 ms

ELECTRICAL CONNECTION
Standard version - IP 65 Connection DIN 43650
Optional - IP 67 Optional: Cable gland, including 2 m cable

PRESSURE PORT
Standard version G 1/2”DIN 3852      / G1/2 EN837     / М20х1,5 DIN3852     / М20х1,5 EN837     / G1/4 DIN3852     / G1/4 EN837

MATERIALS
Housing, pressure port Stainless steel 1.4305
Seal FKM2)                                             / NBR3) - for pressures ≥ 100 bar              
Diaphragm Ceramics Al

2
O

3
Wetted parts Pressure port, seal, diaphragm

TECHNICAL FEATURES

(1) Span - measurement range.
(2) FKM - fluorine rubber (Viton).
(3) NBR - nitrile rubber.

 DMP 330H is an low cost pressure transmitter highly 
resistant to overpressure: its max permissible pressure is up to 
500% of the nominal URL (upper range limit).
 The transmitter was designed to measure pressure of 
liquids, gases and steam non-aggressive to stainless steel. It 
proportionally converts medium pressure into a signal of 4 ... 20 
mA or 0...10 V.

 DMP 330H

Weight 150 g
Mounting position Any
Service life > 100 x 106 cycles

DMP 330H pressure transmitter on BD SENSORS RUS website

http://www.bdsensors.ru
http://www.bdsensors.ru/en/general/pressure/pressure-transmitters/dmp-330h-low-cost-pressure-transmitter.html
http://www.bdsensors.ru/products/product_info.php?name=dmp330h
http://www.bdsensors.ru/en/general/pressure/pressure-transmitters/dmp-330h-low-cost-pressure-transmitter.html
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DIMENSIONS / PORTS
Overall dimensions and ports/connections

Electrical connections

Pins Connections

DIN 43650 Wire color

2-wire version:             Power +                                  
(4...20 mA)                  Power -
                                    Ground

1
2

Ground terminal

White
Brown
Braid

3-wire version:            Power +                              
(0...10 V)                    Power -

Signal +
Ground

1
2
3

Ground terminal

White
Brown
Green
Braid

Connections
2-wire version: 

4...20 mA
3-wire version: 

0...10 V 

Power +

Power -

Signal +

V

 DMP 330H

Code

Code

Code

Code

DIN 43650 Cable gland

http://www.bdsensors.ru
http://www.bdsensors.ru/products/product_info.php?name=dmp330h


                             BD SENSORS RUS
         117105, Moscow, Varshavskoe shosse, 37A
Tel: +7 (495) 380-16-83       zakaz@bdsensors.ru

www.bdsensors.ru             sales@bdsensors.ru

            DMP 330H ХХХХ ХХХХ Х ХХХ ХХХ ХХХ
MEASUREMENT TYPE

Gauge (1…160 bar) 330H
RANGE                               Overpressure

0...1,0 bar                                                    4 bar                                               1001
0...1,6 bar                                                  10 bar 1601
0...2,5 bar                                                  10 bar                                         2501
0...4,0 bar                                                  20 bar 4001
0...6,0 bar                                                  20 bar 6001

0…10,0 bar                                                 40 bar 1002
0...16,0 bar                                               100 bar                                      1602
0…25,0 bar                                               100 bar                                      2502
0…40,0 bar                                               200 bar 4002
0…60,0 bar                                               200 bar                                      6002
0…100,0 bar                                             400 bar                                      1003
0…160,0 bar                                             400 bar 1603

On request for dual range version. 9999-9999(1)
On request for triple range version 9999-9999-9999(1)

OUTPUT SIGNAL
4…20 mA / 2-wire 1

0…10 V / 3-wire 3
Other (specify when ordering) 9

ELECTRICAL CONNECTION
DIN 43650 (IP 65) 100

Cable gland PG7 / cable 2 m (IP 67) 400
PRESSURE PORT

G 1/2" DIN 3852 100
 G 1/2" EN 837-1/-3 200

G 1/4" DIN 3852 300
G 1/4" EN 837-1/-3 400
M20x1,5 DIN 3852 500

M20x1,5 EN 837-1/-3 800
VERSION

Standard (adapted to meet operational standards of the
 Russian Federation) 00R

Dual range 02R
Triple range 03R

DMP 330H ORDERING CODE

Example
DMP 330H 6001-1-100-100-00R

Triple range version order code example
DMP 330H 6001-4001-2501-1-100-100-03R

(1)-Transmitters with output signal of 4 ... 20 mA / 2-wire can be made to cover 2 or 3 ranges. You can select rages from the list of nominal ranges of define 
them yourself. The smallest range cannot be less than 1/10 of the largest range.

ELECTRICAL MECHANICAL OTHER
Extra outlets Pressure snubbers Power supply units
Extra cables Welded adapters Configurators

Indicators

ACCESSORIES

Find the complete list of accessories and learn more about their properties at http://www.bdsensors.ru/en, ACCESSORIES section.

http://www.bdsensors.ru
http://www.bdsensors.ru/pdf/doc/ttr.pdf
http://www.bdsensors.ru/pdf/doc/agp.pdf
http://www.bdsensors.ru/products/accessories.php#a5
http://www.bdsensors.ru/products/indicators.php
http://www.bdsensors.ru/products/accessories.php

