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The manufacturer reserves the right to introduce changes to the product's de-
sign, appearance and/or package contents without compromising its quality.

Ranges 0...1 bar to 0...160 bar, gauge

Overpressure up to 10Х

Accuracy 1,0 % of span

Output signal 4..20 mA

Ports М20х1,5; G 1/2”

Sensor Ceramic, piezoresistive

Application Liquids, gases and steam non-aggressive to stainless 
steel

DMP 330М

DMP 330M is a low cost pressure transmitter designed for 
public utilities and housing services, where reliable transmitters 
resistant to overpressure and hydraulic shock are in great 
demand.

The transmitter proportionally converts medium pressure 
into a current signal of 4 ... 20 mA; its accuracy is 1% of span. 
The housing is made of stainless steel.

Dual range version of DMP 330M
This transmitter can cover more than one span (dual range version). At the factory, the dual range version is calibrated for two spans, 

e.g., 10 bar and 16 bar. Following customer's request, any of the ranges can be selected as a operational by the supplier; after that, 
operator can easily switch between the pre-calibrated ranges when the transmitter has been put to use. Multirange pressure transmitters 
and level transmitters undergo metrological verification for all preset ranges; the verification is valid for any of the ranges throughout 
the calibration interval. ADAPT-100 configurator is used to switch between ranges and adjust zero, thus allowing corrections to the 
transmitter's metrological properties both during operation and before subsequent metrological verifications.

DMP 330Ms: wholesale version of the transmitter
We make standard and wholesale versions of the transmitter, the latter designed to fit into the stocking program. All transmitters can 

be made dual range (6 bar and 10 bar; 10 bar and 16 bar); their ports' threads are G1/2" or M20x1.5. Wholesale version receives an 
"s" to its name: DMP 330Ms. Such transmitters are cheaper and always in stock, so we recommend ordering them if they meet all your 
technical requirements.

PRESSURE RANGES (single range version)
Nominal pressure PN gauge [bar] 1 1,6 2,5 4 6 10 16 25 40 60 100 160
Overpressure [bar] 4 10 10 20 20 40 100 100 200 200 400 800
PRESSURE RANGES (dual range version)

RANGE RANGE
№1 №2 №1 №2

Nominal pressure PN gauge [bar] 10 6 16 10
Overpressure [bar] 40 100

TECHNICAL FEATURES  DMP 330M

Areas of application:
• Housing and public utilities
• Pump stations
• Industrial facilities

DMP 330M pressure transmitter on BD SENSORS RUS website

http://www.bdsensors.ru
http://www.bdsensors.ru/en/general/pressure/pressure-transmitters/dmp-330m-multirange-low-cost-pressure-transmitter.html
http://www.bdsensors.ru/products/product_info.php?name=dmp330m
http://www.bdsensors.ru/en/general/pressure/pressure-transmitters/dmp-330m-multirange-low-cost-pressure-transmitter.html
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DIMENSIONS / PORTS
Dimensions and ports

Connections

Electrical connection
 DMP 330M

SPECIFICATIONS
Accuracy 1% of span 1)

Temperature effect 0,5% of span /10 оС
Compensated [оС] -25..85
Response time (10...90%) ≤ 1 ms

TEMPERATURE LIMITS
Medium [оС] -25..125
Ambient [оС] -25...85
Storage [оС] -40...100

MATERIALS
Pressure port Stainless steel 08Х17Н13М2Т
Seal FKM 2) (Viton)
Diaphragm Ceramics Al

2
O

3

ELECTRICAL CONNECTION
Standard version DIN 43650 (IP 65) 

PRESSURE PORT
Standard version G 1/2” ЕN 837                  / М20х1,5 EN 837                                                                       

OTHER
Output signal 4..20 mA / 2-wire
Power 12...36 V
Service life > 100 х 106 cycles
Weight 120 g
Mounting position Any

TECHNICAL FEATURES (continued)

(1) Of span - Measurement range.
(2) FKM —  fluorine rubber (Viton).

 DMP 330M

Power +

Power -

p

2-wire (output signal - current)

Electrical Connections DIN 43650

2-wire Power + 1

Power -  2

              Ground

http://www.bdsensors.ru
http://www.bdsensors.ru/products/product_info.php?name=dmp330m
http://www.bdsensors.ru/products/product_info.php?name=dmp330m


                             BD SENSORS RUS
         117105, Moscow, Varshavskoe shosse, 37A
Tel: +7 (495) 380-16-83       zakaz@bdsensors.ru

www.bdsensors.ru             sales@bdsensors.ru

  DMP 330М Х ХХХХ Х ХХХ ХХХ ХХХ
MEASUREMENT TYPE

Gauge 330М 
 RANGE                                       Overpressure

                  0...1,0 bar                                                        4,0 bar 1001
                  0…1,6 bar                                                      10,0 bar                                                     1601
                  0...2,5 bar                                                      10,0 bar 2501
                  0...4,0 bar                                                      20,0 bar 4001
                  0...6,0 bar                                                      20,0 bar 6001
                  0...10,0 bar                                                    40,0 bar 1002
                  0...16,0 bar                                                  100,0 bar 1602
                  0...25,0 bar                                                  100,0 bar 2502
                  0...40,0 bar                                                  200,0 bar 4002
                  0...60,0 bar                                                  200,0 bar 6002
                  0...100,0 bar                                                400,0 bar 1003
                  0...160,0 bar                                                800,0 bar 1603
On request for dual range version. 9999-9999(1)

Output signal 
4…20 mA / 2-wire 1

ELECTRICAL CONNECTION
DIN 43650 (IP 65) 100

PRESSURE PORT
G 1/2" EN 837-1/-3 200

M20x1,5 EN 837-1/-3 800
VERSION

Single range 00R
Dual range 02R

Standard version of DMP 330M

Single range version order code example
DMP 330M 6001-1-100-200-00R

Dual range version order code example
DMP 330M 6001-4001-1-100-200-02R

OPERATING 
RANGE   EXTRA RANGE OVERPRESSURE PRESSURE PORT ORDERING CODE

0…6 bar 0…10 bar 40 bar
М20х1,5 ЕN 837 DMP 330Ms-1002-6001-1-100-800-02R 0...6 bar

G1/2 ЕN 837 DMP 330Ms-1002-6001-1-100-200-02R 0...6 bar

0…10 bar 0…6 bar 40 bar
М20х1,5 ЕN 837 DMP 330Ms-1002-6001-1-100-800-02R 0...10 bar

G1/2 ЕN 837 DMP 330Ms-1002-6001-1-100-200-02R 0...10 bar

0…10 bar 0…16 bar 100 bar
М20х1,5 ЕN 837 DMP 330Ms-1602-1002-1-100-800-02R 0...10 bar

G1/2 ЕN 837 DMP 330Ms-1602-1002-1-100-200-02R 0...10 bar

0…16 bar 0…10 bar 100 bar
М20х1,5 ЕN 837 DMP 330Ms-1602-1002-1-100-800-02R 0...16 bar

G1/2 ЕN 837 DMP 330Ms-1602-1002-1-100-200-02R 0...16 bar

DMP 330M ORDERING CODE

*(stocking program, cheaper price)

Wholesale version of dual range pressure transmitter DMP 330Ms*:  
Output signal 4…20 mA / 2-wire, DIN 43650 (IP 65), Standard version

(1) – Ranges for dual range version can be chosen from the scope of single range version ranges. Max range comes first,  next inferior range comes second, 
etc. E.g., the range code for 6 and 4 bar is 6001-4001. Please contact us if you need a DMP 330Ms pressure transmitter with ranges different from those set 
for the wholesale version.

ELECTRICAL MECHANICAL OTHER
Extra outlets Pressure snubbers Power supply units
Extra cables Welded adapters Configurators

Indicators

ACCESSORIES

Find the complete list of accessories and learn more about their properties at http://www.bdsensors.ru/en, ACCESSORIES section.

http://www.bdsensors.ru
http://www.bdsensors.ru/pdf/doc/ttr.pdf
http://www.bdsensors.ru/pdf/doc/agp.pdf
http://www.bdsensors.ru/products/accessories.php#a5
http://www.bdsensors.ru/products/indicators.php
http://www.bdsensors.ru/products/accessories.php

