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The manufacturer reserves the right to introduce changes to the product's de-
sign, appearance and/or package contents without compromising its quality.

LMK 858 is a submersible probe designed to continuously 
measure level of aggressive liquids, such as acids and 
alkalies. Resistance to aggressive media comes from ceramic 
diaphragm and special plastics.

Flush diaphragm allows measuring pressure of viscous 
substances, such as sludge deposits etc. Various elastomers 
are used to make the probe's seals. Its standard housing 
is PVC; optional housing material - PVDF. The probe-
cable connector allows simple replacement of the device if 
necessary.

There is a number of mounting options available, which 
simplifies its installation into any setup.

The wide range of versions of LMK 858 makes it a good 
choice for a variety of applications, such as: 
•	 environmental protection, water supply
•	 corrosive liquids (acids and alkalis) level registration
•	 chemical and pharmaceutical industry
•	 galvanic production

•	 Pressure ranges:  
from 0...0,4 mWC to  0...100 mWC

•	 Custom range adjustment following customer's 
request.  
Example: 0...55 mWC

•	 Output signals:  
4...20 mA / 2-wire

•	 Accuracy 0,35%, 0,25% of span
•	 Detachable probe-cable connector
•	 Works with water and liquids non-aggressive to and 

Al2O3 ceramics
•	 Special flush diaphragm design 
•	 Long term stability of calibration
•	 Temperature effect compensation
•	 Protection against incorrect connection, short circuits 

and voltage drops
•	 Robust and reliable design for harsh environments
•	 Long service life

Optional: 
 •	 Custom transmitters tailored to your needs
 •   Diaphragm 99,9 % Al2O3

LMK 858 Ranges 0..0,04 to 0..10 bar, (0..0,4 to 0..100 mWC)

Accuracy 0,35 / 0,25 / 0,5 % of span

Output signal 4..20 mA
Cable types PVC, PUR, FEP etc

Medium to 0..50 оС

Sensor Ceramic Capacitive

Application Sewage, viscous and aggressive media, alkalis, acids 
and their solutions (Housing Ø 39.5 mm)

flush diaphragm

LMK 858 level transmitter on BD SENSORS RUS website

http://www.bdsensors.ru
http://www.bdsensors.ru/en/general/level/submersible-pressure-transmitters/lmk-858-aggressive-media-submersible-level-transmitter.html
http://www.bdsensors.ru/en/general/level/submersible-pressure-transmitters/lmk-858-aggressive-media-submersible-level-transmitter.html
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TECHNICAL FEATURES
PRESSURE RANGES
Nominal pressure PN gauge [bar] 0..0,04 0,06 0,1 0,16 0,25 0,4 0,6 1,0 1,6 2,5 4 6 10
Level, [mWC] 0,4 0,6 1,0 1,6 2,5 4 6 10 16 25 40 60 100
Maximum overpressure Pmax [bar] 1 1 2 2 4 4 4 7 7 15 25 25 40

OUTPUT SIGNAL / POWER
Standard version: 2-wire Current: 4…20 mA / UV= 9...36 V

SPECIFICATIONS
Accuracy (non-linearity, hysteresis, non-
repeatability)

Standard: ≤ ±0,35% of span1)

Optional:  ≤ ±0,25% of span 
Load resistance Current output, 2-wire version: Rmax= [(UV-UV min)/0,02] Ohm

Power supply and load resistance effects Power supply: ≤ ±0,05% of span / 10 V
Load resistance: ≤ ±0,05% of span / kOhm

Long Term Stability ≤ ±0,1% of span / year
Response time < 200 ms

TEMPERATURE EFFECT
Permissible reduced accuracy ≤ ±0,1
Compensated [оС] 0…50

ELECTRICAL SAFETY
Insulation resistance > 100 MOhm
Break Not damaged but not functioning
Electromagnetic compatibility Radiation and protection compliant with EN 61326

ELECTRICAL CONNECTION

Hollow core cable

Sheath: PVC / PUR / FEP
PVC (-5 … 70 °C) grey 
PUR (-25 … 70 °C) black 
FEP (-25 … 70 °C) black

Other On request

TEMPERATURE LIMITS
Medium [оС] 0...50
Storage [оС] -10...50

MATERIALS
Housing PVC                          Optional: PVDF6)

Seal Standard: FKM2)             /  EPDM7)                                                         Custom versions made to order
Diaphragm Ceramics Al2O3 96%, Ceramics Al2O3 99%
Cable external jacket PVC3) (grey) / PUR4) (black) / FEP5)

OTHER
Power consumption 25 mA max
Cable capacitance signal wire/shield, signal wire/signal line 160 pF/m
Cable inductance signal wire/shield, signal wire/signal line 1 μH / m
Weight about 400 g (excl. weight of the cable)
Protection IP 68

LMK 858

(1) Span — measurement range.
(2) FKM —  fluorine rubber (Viton).
(3) PVC — polyvinyl chloride.
(4) PUR — polyurethane.
(5) FEP — fluoroplastic.
(6) PVDF - polyvinylidene fluoride
(7) EPDM — ethylene-propylene rubber.

http://www.bdsensors.ru
http://www.bdsensors.ru/products/product_info.php?name=lmk858
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DIMENSIONS / PORTS LMK 858

Electrical connections / Connections

Standard

Transmitter separate from cable connector

ELECTRICAL CONNECTION Binder 723, 
5-pin

Cable

2-wire Power + 3 White

Power - 4 Brown

Ground 5 Yellow / 
Green

Power +

Power -

p

2-wire (output signal - current)

http://www.bdsensors.ru
http://www.bdsensors.ru/products/product_info.php?name=lmk858
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LMK 858 ХХХ ХХХХ Х Х Х Х Х Х ХХХ ХХХ
CALIBRATION

bar 415
mWC 416

RANGE                       Overpressure
0…0,04 bar (0...0,4 mWC)             1,0 bar 0400
0…0,06 bar (0…0,6 mWC)             1,0 bar 0600
0…0,10 bar (0…1,0 mWC)             2,0 bar 1000
0…0,16 bar (0…1,6 mWC)             2,0 bar 1600
0…0,25 bar (0…2,5 mWC)             4,0 bar 2500
0…0,4 bar (0…4,0 mWC)               4,0 bar 4000
0…0,6 bar (0…6,0 mWC)               4,0 bar 6000
0…1,0 bar (0…10,0 mWC)             7,0 bar 1001
0…1,6 bar (0…16,0 mWC)             7,0 bar 1601
0…2,5 bar (0…25,0 mWC)            15,0 bar 2501
0…4,0 bar (0…40,0 mWC)            25,0 bar 4001
0…6,0 bar (0…60,0 mWC)            25,0 bar 6001
0...10,0 bar (0...100,0 mWC)        40,0 bar      1002

Other (specify when ordering) 9999
HOUSING MATERIAL

PVC (operating temp. from 0 to 50 оС) A
PVDF (for 95-98% sulfuric acid), 0,5 % accuracy B

Other (specify when ordering) 9
DIAPHRAGM MATERIAL

Ceramics 96% Al2O3 2
Ceramics 99,9% Al2O3   (from 1 to 10 mWC) С

Other (specify when ordering) 9
OUTPUT SIGNAL

4…20 mA / 2-wire 1
Other (specify when ordering) 9

SEAL
FKM 1

EPDM 3
Other (specify when ordering) 9

ELECTRICAL CONNECTION
PVC cable 1
PUR cable 2

FEP cable with Teflon coating 3
Other (specify when ordering) 9

ACCURACY
0,35% (Standard) 3

0,25% (PN > 0,06 bar) 2
Other (specify when ordering) 9

0,35% with protocol (Standard) S
0,25% with protocol (PN > 0,06 bar) R

0,5 % (PVDF) 5
CABLE LENGTH

specified in meters (e.g. 3 m = 003) 003
VERSION

Standard (adapted to meet operational standards of 
the Russian Federation) 00R

Other (specify when ordering) 999

LMK 858 ORDERING CODE

Example, version with a 3 m cable
LMK 858 415-0400-A-2-1-1-1-3-003-00R

ELECTRICAL ACCESSORIES MECHANICAL ACCESSORIES OTHER
Clamps Power supply units

Termination boxes
Flanges cable

ACCESSORIES

Find the complete list of accessories and learn more about their properties at http://www.bdsensors.ru/en, ACCESSORIES section.

http://www.bdsensors.ru
http://www.bdsensors.ru/pdf/doc/agp.pdf
http://www.bdsensors.ru/products/accessories.php

