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The manufacturer reserves the right to introduce changes to the product's de-
sign, appearance and/or package contents without compromising its quality.

NDI 10 INDICATOR

NDI 10 is a digital indicator designed to visualize analog 
signal and convert it to a digital one. NDI 10 has two or four 
switch outputs and a buzzer. On request, we can add active 
current output to a version with two switch outputs. RS-485 
interface allows sending data to any monitoring system 
supporting Modbus RTU protocol. 

Signal Analog. 0/4 … 20 mA, 0/1 … 5 V, 0/2 … 
10 V

Display 4-digit with switch outputs status indication 

Interface RS-485 (Modbus RTU)

Conversion specifications linear, user defined 

Temperature limits -20…50°С

Optional Two or four switch outputs

TECHNICAL FEATURES NDI 10
VERSION
Standard: 85…260 V
Optional 16…35 VAC/19…50 VDC
Power consumption Max 4.5 V
ANALOG SIGNAL
standard: 0/4…20 mA, 0/1…5 V, 0/2…10 V
Optional: РТ100/ РТ500/ РТ1000 РТ100/ РТ500/ РТ1000
SWITCH OUTPUT
Contact 0, 2 or 4 switch outputs
Voltage switching-on Max 250 VАC
Current switching-on Max 1A (cos φ1)
ANALOG OUTPUT SIGNAL
Output signal 0/4...20 mA (only in version with two switch outputs)
Load resistance max 700 Ohm
COMMUNICATION
Interface RS-458(Modbus RTU)
Transmission speed 1200-115200 bps
DATA DISPLAY TYPE
Display IP 65
TEMPERATURE LIMITS
Electronics / components °С 0…50
Storage °С -10…70
ELECTRICAL SAFETY
ELECTRICAL SAFETY EN 61010-1
EMC EN 61326
OTHER
Display LCD display, visible area 4Х13 mm
range -999…9999+ 
Accuracy (25°С) ±0,1 of span, tolerance (0…50°С): 0,25% of span max
Housing dimensions 96 x 48 x 98 mm
Housing material NORYL – GFN2S E1

NDI 10 indicator on BD SENSORS RUS website

http://www.bdsensors.ru
http://www.bdsensors.ru/en/general/indicators/indicators-and-recorders/ndi-10.html
http://www.bdsensors.ru/en/general/indicators/indicators-and-recorders/ndi-10.html
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Wiring diagram / electrical connection

Wiring diagram with 4 switch outputs Wiring diagram with 2 switch outputs

Wiring diagram with 4 OC outputs

Mounting dimensions

http://www.bdsensors.ru
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NDI 10 ORDERING CODE
NDI 10 X X X ХXX ХXX

INPUT SIGNAL
0/4…20 mA, 0/1 … 5V,0/2…10 V 1

РТ100, РТ500, РТ1000 2
SWITCH OUTPUT

No 0
2 switch outputs 2
4 switch outputs 4
2 switch outputs 
+ analog output 5

POWER
85…260 V 1

16…35 VАC /19…50 VDC 2
DISPLAY OF INFORMATION

Neutral 100
other 999

VERSION
standard    000

other 999

Example NDI 10 1-2-1-100-00R

http://www.bdsensors.ru

