
Measurement range (differential pressure) / possible range from 0 to 250 bar /
from __________  to __________ Unit of measurement _________________

Contacts

Position

Company name 

City

Phone 

e-mail 

Contact person 

Customer

Output signal
4…20 mA / 2-wire 4…20 mA / 3-wire 4…20 mA / HART 0…20 mA / 3-wire
0…5 V / 3-wire 0…10 V / 3-wire other   ____________________

Accuracy
1% 0,5% 0,35% 0,1%

Electrical connection
DIN 43650 (IP65) Binder 723 Cable gland PG7 + 2 m cable (IP67)
DIN 43650 (IP67) Buccaner (IP68) Sealed connection for underwater use, up to 4 mWC (4 m cable)
M12x1 (4-pin) (IP67) Outdoor housing other   _____________________________________________________________

Differential Pressure Transmitter Selection Questionnaire
Use Adobe Reader to fill and save this form or print it and fill by hand.

Checkmark the parameters you need in the lists, fill in the empty fields with the values required for the parameters with no pre-defined lists.

Number ___________ pcs.

Additional information

Accessories and supplementary equipment
Mounting kit (cap nut, nipple, seal) Additional power outlet HART modem (for transmitters with HART modem)
Connection cable Cable gland Magnetic pen
Remote diaphragms with tubing

Maximum inlet pressure “+”  (static pressure) / possible range from 0 to 320 bar /
from __________  to __________

Capillary length (please supply the mounting diagram if you need remote diaphragms) without capillaries ______ m

Ambient and medium parameters
Media  ______________________________________________________________________________________________________________________

Contaminated Viscous Aggressive Abrasive
Permissible media temperatures from ________ to ________ оС Ambient temperatures from ________ to ________ оС

Ex protection not required Intrinsically safe circuit (Exia) Flameproof enclosure (Exd)

Pressure port
G 1/2’’ DIN 3852 G 1/2’’ EN 837 G 1/4’’ DIN 3852 G 1/4’’ EN 837
M20x1,5 DIN 3852 M20x1,5 EN 837 G 3/4’’ DIN 3852 G 1 1/2’’ DIN 3852
G 1/2’’ DIN 3852 (flush diaphragm) M20x1,5 DIN 3852 (flush diaphragm) Clamp Hygienic union
Flange other   ____________________________

Options
Indication calibration certificate

Please send the filled questionnaire to sales@BDSensors.ru

OOO «BD SENSORS RUS»
117105, Moscow, Varshavskoe shosse, 37A
Tel: (495) 380-16-83    zakaz@bdsensors.ru
www.bdsensors.ru        sales@bdsensors.ru
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